
Techlever SS 45 PLUS System



 Techlever Engineering was established in the late 1990s in order to develop and 
produce substructure systems for Ventilated Curtain Walls that would be 
competitively priced and could be installed rapidly.

 All of our systems are based exclusively on the use of vertical elements that have 
been designed to allow for workbench pre-assembly, thus avoiding situations 
whereby the sections are awaiting on-site assembly, which cannot take place due to 
variable weather conditions. The sections offer maximum flexibility and make it easy 
to mount the facing panels, and equally easy to substitute any of those panels should 
they become damaged over time.

 We chose the name “Techlever“ to indicate our corporate mission, which is to 
leverage state-of-the-art technology;  to this end, our in-house research team has 
developed almost all of our substructure systems, which are unusual in that they 
enable the anchoring of AISI Type 304 stainless-steel external curtain wall hooks to 
extruded aluminium alloy uprights without the use of rivets, while still guaranteeing a 
solid, permanently fixed attachment.

 The uniqueness of this solution is confirmed by the numerous patents filed that cover 
our systems and are fully aligned with the EU reference regulations.



Techlever SS 45 PLUS System

“Made for the UK”

 The ever-changing weather conditions in the UK, combined with the highly customised nature of 
the buildings, make it a fertile market for ventilated curtain walls, which are widely used right 
across the country.

 These systems must, however, fully meet a number of basic requirements:

 they must provide a total barrier against infiltration by rainwater

 they must allow for simple, rapid installation 

 With a view to meeting these requirements, Techlever Engineering has created and patented the 
Techlever SS 45 PLUS system, which is able to offer the UK market a substructure for facings such 
as natural stone, meaning that architects can make the most of the elegance of stone even when it 
is used as an exterior facing in a ventilated curtain wall.     
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